CONSTRUCTION PROCEDURES

STAGE { (BEFORE PAVEMENT MILLING

A) REMOVE A MINIMUM OF 12 (300 OF THE PAVEMENT FROM
ARGUND THE STRUCTURE.
B} REMOVE THE EXISTING FRAME AMD LID FROM THE STRUCTURE.

i COVER THE STRUCTURE OPENING WITH A 36 (500} DIAMETER
METAL PLATE.

[ BACKFILL WITH CRUSHED STONE AND A MINIMUM 1Y (40)
THICK HMA SURFACE MIX APPROVED BY THE ENGINEER.

STAGE 2 (AFTER PAVEMENT MILLING!

Al REMOVE THE HMA SURFACE MIX AND CRUSHED STORE,

B INSTALL THE FRAME AND LiDy ADJUST THE FRAME TO 17§
FINAL SURFACE ELEVATION.

€} THE SURROUNDING SPACE SHALL BE FILLED WITH CLASS S
CONCRETE, OR HMA SURFACE COURSE OR HMA BINDER
COURSE 70 THE ELEVATION OF THE SURFACE OF THE
EXISTING BASE COURSE OR THE BINDER COURSE.

THE PROCEDURE EXPLAINED ABOVE SHALL CONFORM TO THE APPLICABLE
PORTIONS OF SECTIONS 353, 408, 602, AND 603 OF THE STANDARD
SPECIFICATIONS,

\\ PROPOSED - PROPOSED SAND FILL
""" - BRICK, MORTAR, OR CONC.

ADJUSTING RINGS

, LEGEND
\__PROFOSED
SAND FILL @ SUB-BASE GRANULAR @ FRAME AND LID {SEE NOTES)
WATERIAL
(@) exsTiNG PavewENT (7) cLass s1 concreTE,
HiA SURFACE COURSE OR
® HiA BINDER COURSE
36 (900} DIAMETER WETAL PLATE
NOTESy (B) PROPOSED hMA SURFACE
COLRSE
PROPOSED CRUSHED STONE AND
EXISTING BROKEN FRAMES AND LIDS SHALL BE REMOVED HMA SURFACE WIX
AND DISPOSED OF BY THE CONTRACTOR AND SHALL BE s
REPLACED A4S DIRECTED BY THE ENGINEER., REPLACEMENT (5) ExisTiNG STRUCTURE ® 'cgg;gé‘m HM4 BINDER
FRAVES AND LIDS WILL BE PAID FOR IN ACCORDANGE
WITH ARTICLE 108,04 OF THE STANDARD SPECIFICATIONS
UNLESS A SEPARATE PAY ITEM HAS BEEN PROVIDED.
IF THE EXISTING LIDS ARE OPEN, THE FRAME WILL BE
ADJUSTED TG THE ELEVATION OF THE MILLED PAVEMENT
SURFACE PRIOR TO THE MILLING OPERATION, THE FRAME .
#ILL NOT BE REMOVED AND COVERED BY THE METAL PLATE. LOCATION OF STRUCTURES:
CITY OF CHICAGO CASTINGS ARE THE PROPERTY OF THE THE CONTRACTOR WILL BE REGUIRED T0 KEEP A RECORD OF THE LOCATIONS OF
3 THE BURIED STRUCTURES ACCORDING TO THE STATION AND DISTANCE LEFT OR
REMOVAL AND DISPOSITION OF THE CASTINGS. RIGHT OF THE CENTERLINE OF PAVEMENT. UPON COMPLETION OF THE WORK,
THE METAL PLATE USED TO COVER THE STRUCTURE SHALL THE CONTRACTOR WILL DELIVER THE RECORD TO THE ENGINEER

REMAIN THE PROPERTY OF THE CORTRACTOR.

WHEN STRUCTURES ARE TO BE ADJUSTED OR RECONSTRUCTED,
i e A e & U () R T L
4, ARATELY BUT WILL NCLUDED IN TH
BASIS OF PAYMENTs THIS WORK WiLL BE PAID FOR AT
COST OF THE CORRESPONDING PAY ITEM. s U COMTRACT UNIT BRICE PER EACH FOR
“FRAMES AND LIDS TO BE ADJUSTED, SPECIAL”

NEW FRAMES AND L1DS, WHEN SPECIFIED, Wil
BE PaID FOR SEPARATELY.

DETAILS FOR FRAMES AND LIDS ADJUSTMENT
WITH MILLING

ALl DIMENSIONS ARE IN INCHES (MILLIMETERS) UNLESS
OTHERWISE SHOWN
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